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Walzterminals - Edelstahl 1.4401

Swage Terminals - AlSI 316

Gewindeterminals Feingewinde - Stud terminals fine thread

Edelstahl 1.4401

AISI 316
Art.-Nr. G QDa L1 L3 NV Drahtseil-@ BRL
rechts - right UNF mm mm mm mm wirerope @ kg
PH930306A 1/4" 6,35 100 48 5 3 mm 1300
PH930406A 1/4" 7,50 110 48 6 4 mm 1300
PH930408A 5/16" 7,50 117 57 6 4 mm 1700
PH930508A 5/16" 9,00 123 57 8 5 mm 2200
PH930510A 3/8" 9,00 130 63 8 5 mm 2400
PH930610A 3/8" 12,58 145 63 8 6 mm 3400
- L1 -] PH930611A 7/16" 12,58 157 68 8 6 mm 4600
v L3 PH930612A 12" 12,58 162 80 1 6 mm 5400
7777777 =—— === PH930712A 12" 14,20 170 80 11 7 mm 6100
A PH930812A 12" 16,00 185 80 14 8 mm 6100
G NV 6 PH930816A 5/8" 16,00 203 100 12 8 mm 8700
PH931016A 5/8" 17,80 212 100 15 10 mm 9700
PH931020A 3/4" 17,80 230 120 15 10 mm 9700
PH931220A 3/4" 20,00 249 120 17 12 mm 11400
Ringterminals - Ring Terminals
L Edelstahl 1.4401
AISI 316 }R"M;E‘!!AX””
EF:%:EE% Art.-Nr. G Qa L1 L2 Drahtseil-@ BRL
2 G mm mm mm wirerope @ kg
PH650003 5/16" 6,35 60 26 3 mm 1300
= % ' PH650004 5/16" 7,50 68 26 4 mm 1700
L \‘,"‘_Ll PH650005 5/16" 9,00 76 26 5 mm 2200
Hakenterminals - Hook terminals
L1
- Edelstahl 1.4401
o ‘ AISI 316 }R'THE YYAYE®
I o Art-Nr. Oa L1 L2 @2 Drahtseil-@
mm mm mm mm wirerope @
PH630025 6,35 68,5 12 16 2,5 mm
PH630003 6,35 73,0 12 16 3 mm
— - PH630004 7,50 90,0 18 23 4 mm
e
Relingterminals - Lifeline terminals
2a =0 Edelstahl 1.4401
@* ASI36 NeLuewave
L Art.-Nr. Qa L1 L (%) Drahtseil-©
'-E ' mm mm mm mm wirerope @
PH640004 7,50 61 67 53 4 mm
Ballterminal / STARBOOT-Terminals
Ballterminals aus AISI 303 - Norm MS 20664 ahnlich DIN-EN 2362
Ball terminals in AISI 303 - Norm MS 20664 similar DIN-EN 2362
Art.-Nr. (MS Part. No.) o]} @2 La Qa Drahtseil-@ Drahtseil-@
mm mm mm mm inch nom. mm
LK16B 1,7 3,3 6,8 4,8 1/16" 1,6
LK25B MS 20664C3 2,6 4,2 9,8 7.2 3/32" 2,5
LK3B MS 20664C4 3,5 5,7 12,7 8,9 1/8" 3,2
LK4B MS 20664C5 4,3 6,5 15,6 10,8 5/32" 4,0
LK5B MS 20664C6 5,1 7,5 18,5 12,5 3/16" 4,8

When working with swaging terminals the manufacturer and the working person have to make sure, that the diameters of wire
rope, the diameters inside and outside of terminals and the size of used roller pair, are matching. Follow instructions of swaging
machines manufacture exactly and check "Table of swage dimensions”. All technical information without obligation,
errors and production related variations with the usual tolerance range reserved!
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