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Gewindegabeln - Thread forks

Gewindeterminals - Thread terminals

Art.-Nr.
rechts

G Länge
length

Drahtseil
wire rope

PK900205 M5 85 mm 2,0 mm
PK900255 M5 85 mm 2,5 mm
PK900306 M6 100 mm 3,0 mm
PK900406 M6 110 mm 4,0 mm
PK900408 M8 117 mm 4,0 mm
PK900508 M8 125 mm 5,0 mm
PK900510 M10 130 mm 5,0 mm
PK900612 M12 160 mm 6,0 mm

Wantenspanner Gabel / Gabel - Rigging screws fork / fork

Art.-Nr.
lose

Art.-Nr.
VP à 1

G L1
mm

L2
mm

Bi
mm

Ø
mm

BRL
kg

PK120005 PK120005-SB M5 190 130 6,0 4,8 760
PK120006 PK120006-SB M6 220 150 7,0 5,8 1100
PK120008 PK120008-SB M8 255 160 12,0 7,8 1980
PK120010 PK120010-SB M10 300 220 12,0 8,9 3110
PK120012 PK120012-SB M12 385 250 14,0 12,0 4580

Art.-Nr.
rechts

Art.-Nr.
links

G Gabelweite 
width fork

Bolzen-Ø
bolt-Ø

PK021205 PK031205 M5 6,0 mm 4,8 mm
PK021206 PK031206 M6 7,0 mm 5,8 mm
PK021208 PK031208 M8 10,0 mm 7,8 mm
PK021210 PK031210 M10 12,0 mm 8,9 mm
PK021212 PK031212 M12 14,0 mm 12,0 mm

Gewindeaugen - Thread eyes

Art.-Nr.
rechts

Art.-Nr.
links

G Ø Auge
Ø Eye

Augstärke 
Eye thickness

PK021905 PK031905 M5 5,5 mm 3,0 mm
PK021906 PK031906 M6 6,5 mm 4,0 mm
PK021908 PK031908 M8 8,5 mm 5,0 mm
PK021910 PK031910 M10 10,5 mm 6,0 mm
PK021912 PK031912 M12 13,0 mm 8,0 mm

ACHTUNG: Die Artikel auf dieser Seite nicht in sicherheitsrelevanten Anwendungen einsetzen!

Wantenspanner und Teile, Terminals in einfacher Qualität aus Edelstahl
Rigging Srews and parts, terminals in simple qualities in stainless steel

Wantenspanner Terminal / Gabel - Rigging screws terminal / fork

Art.-Nr. Draht-
seil

G L1
mm

L2
mm

Bi
mm

Ø
mm

PK120306 3,0 mm M6 250 170 7,0 5,8
PK120406 4,0 mm M6 255 180 7,0 5,8 
PK120408 4,0 mm M8 280 200 10,0 7,8
PK120508 5,0 mm M8 300 220 11,0 7,8
PK120510 5,0 mm M10 300 220 12,0 8,9
PK120612 6,0 mm M12 385 270 14,0 12,0 

Spannhülsen - Rigging screw bodies

Art.-Nr. G Länge ca.
length ca.

Aussen-Ø ca.
outside Ø  ca.

PK011205 M5 80 mm 8,0 mm
PK011206 M6 92 mm 10,0 mm
PK011208 M8 105 mm 14,0 mm
PK011210 M10 125 mm 18,0 mm
PK011212 M12 150 mm 22,0 mm

L1
L2

Bi
Ø G

L1
L2

Bi

GØ

When working with swaging terminals the manufacturer and the working person have to make sure, that the diameters of wire 
rope, the diameters inside and outside of terminals and the size of used roller pair, are matching. Follow instructions of swaging 

machines manufacture exactly and check "Table of swage dimensions". All technical information without obligation, 
errors and production related variations with the usual tolerance range reserved!

Metrisches Gewinde, aus Edelstahl A4 - AISI316
Metric thread, made of stainless steel A4 - AISI316

Metrisches Gewinde, aus Edelstahl A4 - AISI316
Metric thread, made of stainless steel A4 - AISI316

Metrisches Gewinde, aus Edelstahl A4 - AISI316
Metric thread, made of stainless steel A4 - AISI316

Metrisches Gewinde, aus Edelstahl A4 - AISI316
Metric thread, made of stainless steel A4 - AISI316

Metrisches Gewinde, aus Edelstahl A4 - AISI316
Metric thread, made of stainless steel A4 - AISI316

Metrisches Gewinde mit Rechts- und Linksgewinde, aus Edelstahl A4 - AISI316
Metric thread with left and right thread, made of stainless steel A4 - AISI316


