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8 Der Name "Endura" verkorpert die Begriffe Ausdauer und Lelstun?sfam keit mit welchen diese

Y Motorenserie ausgestattet ist und bietet Zuverlassigkeit und Kraft fur jeden Bootsbesitzer. Ein
idealer Motor zum Angeln und als Flautenschieberfir Segelboote.
Die "COOL POWER" Technik ist, wie bei allen anderen MINN KOTA Motoren Standard. Alle

& Endura besitzen 5 Vorwarts- und 3 Ruckwartsgange. Die neue Motorhalterung mit kippmechanis-

| mus ist breiter und tiefer als die der bisherigen Modelle und passt daher auch auf Boote mit be-
sonders starkem Heckspiegel. Diese Halterung ist aus bruchsicherem Polyamid-Composit-Material
und UV-bestandig. Ein nedartiger Entsicherungshebel an der Halterung erméglicht es, den Motor
mit einen Handgriff hochzuschwenken. . o
The Endura series trolling motors are the most cost-effective motors out there. Ranging in thrust
levels from 30 Ibs. of thrust up to 55Ibs there is an Endura motor for most anglers. All Endura
motors come with Minn Kota transom mounts which are twice as strong as traditional transom
mounts. A quick release lever lock allows the convenience of being ableto stow the motor with
one hand. The twist tiller telescopes out an additional 6 to make operation easy on any boat.
The Endura series also offers multiple speeds 5 forward and 3 reverse. With a name like Endura,

you can be sure there is no quit in these workhorses.

Art-No Modell Schaftlange Volt Schaltstufen Batterie- Gewicht Ersatzpropeller
T model shaft length | voltage speeds anzeige weight replacement prop
‘ ‘ ‘ FWD ‘ REV ‘ battery meter ‘

EM430 Endura 30 76 cm 12V 5 3 j 5,8 kg MKP2
EM434 Endura 34 91 cm 12V 5 3 6,0 kg MKP2
EM440 Endura 40 91 cm 12V 5 3 j 7,5 kg MKP2
EM455 Endura 55 91 cm 12V 5 3 9,5 kg MKP6, MKP7, MKP32

Modell Schaltstufen | max. Amp. max. Schubkraft in ca. Gewicht | fiir Boots-
vorw. / riickw.| Aufnahme Kp lbs daN gewicht (ca.)
Endura 30 780 kg
Endura 34 930 kg
Endura 40 1100 kg
Endura 55 1500 kg
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