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Bugbeschlag mit Wippe - Bow fitting with rocker

Edelstahl 1.4301
stainless steel AlSI 304

- Art.-Nr. L B s
3 e mm mm mm
f EK11884 333 92 2
= 206
: ‘“"-—:J 845 77
= 5
)
o © = ‘
o= ot 7 I \ /// N
qei e -
: 1 _ 1

~= T T T
f«— 1455 ——L— 1875 ——»

333

Edelstahl 1.4401 passend fur DC-Anker 10 - 20 kg
stainless steel AlSI 316 fits for DC Anchors 10 - 20 kg

Art.-Nr. L B S
mm mm mm
SM11998 575 80 4

Edelstahl 1.4301 passend fur M-Anker
stainless steel AISI 304 fits for M-Anchors

Art.-Nr. L B S
mm mm mm
EK11998 395 76 2

Fallschirm Treibanker - Floating Anchor

Aus festem orangefarbigen PVC mit durchgehendem Gurtband verndht. Dadurch sehr robust. Mit
Auge fir Beiholleine, auf kleines PackmaB zusammenfaltbar. Fiir Boote bis zu 15 m Lange

Made from strong coated PVC with continuous webbing inside, for added strength. Suitable for
boats up to 15 m in length

Art.-Nr. MaBe Bootslange (A)
measures boat length (A)

LZ10071 55 x 50 cm 4,5m

LZ10072 88 x 77 cm 7,0 m

LZ10073 115 x 110 cm 7,5m

LZ10074 137 x 152 cm 10,0 m

LZ10075 144 x 185 cm 13,5m
LZ10076 155 x 225 cm >13,5m

ROCKER STOPPER

Vertaute, treibende oder vor Anker liegende Boote bleiben stabil. Leichtes und stoBbestéandiges
Styrol. Platzsparend durch ineinander passende Teile.

Rocker Stoppers help dampen the rocking motion of boats at anchor. It's lightweight and molded of
high impact, virtually indestructible styrene.

Anzahl benétigter Rocker Stopper auf jeder Seite des Bootes:
Number of Rocker Stopper Units Needed on Each Side of the Boat:

Bootsldnge (m) Vessel length Anzahl / Quantity
bis 8 up to 26 ft. 3
8-11 27 - 36 ft. 4
11-13 37 - 42 ft. 5
13-15 43 - 50 ft. 8

Art.-Nr. (4] Gewicht

mm g
DA352 340 450
All technical information without obligation, nauticz\(I)\IZeIRE.de

errors and production related variations with the usual tolerance range reserved!



