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Rückschlagventil - One way hose connector

Art.-Nr.
SB-Pack

Art.-Nr.
lose

Schlauch-Ø
hose Ø

Durchflussraten
Flow rates

TD90845 TD90804 19 mm 3/4" 15 - 42 Liter / min. 4,0 - 11 gpm
TD90846 TD90805 25 mm 1" 25 - 79 Liter / min. 6,5 - 21 gpm
TD90847 TD90806 32 mm 1 1/4" 32 - 117 Liter / min. 8,5 - 31 gpm
TD90848 TD90807 38 mm 1 1/2" 61 - 193 Liter / min. 16 - 51 gpm
TD90849 TD90812 50 mm 2" 87 - 322 Liter / min. 23 - 85 gpm

Art.-Nr.
lose

Schlauch-Ø
hose Ø

G Durchflussraten
Flow rates

TD90990 25 mm 1" 25 - 79 Liter / min. 6,5 - 21 gpm
TD90980 38 mm 1 1/2" 61 - 193 Liter / min. 16 - 51 gpm

Rückschlagventile aus Glasfaserverstärktem Nylon. Temperaturbeständig bis 65° C (kurzfristig bis 
93° C) und Druckbeständig bis zu 150 psi / 10 Bar (kurzfristig bis 230 psi / 15 Bar).
One way hose connector made of glass reinforced Nylon. perature resistant up to 65° C (short-term 
93° C) and pressure resistant up to 150 psi / 10 Bar (short-term 230 psi / 15 Bar).

Rückschlagventile aus Glasfaserverstärktem Nylon mit Außengewinde. Temperaturbeständig bis 65° 
C (kurzfristig bis 93° C) und Druckbeständig bis zu 150 psi / 10 Bar (kurzfristig bis 230 psi / 15 Bar).
One way hose connector made of glass reinforced Nylon with outside thread. perature resistant up 
to 65° C (short-term 93° C) and pressure resistant up to 150 psi / 10 Bar (short-term 230 psi / 15 
Bar).

Art.-Nr.
SB-Pack

Art.-Nr.
lose

R
inch

R 
ca.mm

TD90894 TD90893 1-1/2" 45,0

T-Verbinder mit Gewinde Außen - Innen - Innen
T-Piece with thread outside - inside - inside

T-Verbinder - T-Piece

Brauchwasser Leitungssystem TRUDESIGN
Grey & Black Water Line System TRUDESIGN


